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TECHNICAL SPECIFICATIONS 

GZCS 200BMW-SW 

Cone (Dome) Coated paper 

Cone color Anthracite 

Surround Rubber 

Dustcap Paper 

Basket / Frame material  Steel / ABS 

Basket / Frame color Black 

Terminal BMW 

Magnet Inside Neodymium 

Voice coil  50 mm / 2“ copper round wire 

Voice coil former Aluminum 

RE 1.88 Ohm 

SPL 89 dB 

 FS 59.1 Hz 

QMS  5.57 

QES 1.5 

QTS 1.18 

VAS 15.98 / 0.56 cu.ft 

MMS  41.58 Gr 

BL 4.4 N/A 

RMS 2.772 kg/s 

CMS 0.174 mm/N 

LE 0.349 mH 

Linear excursion +/- 7 mm / 0.276“ 

X max 14 mm / 0.55“ 

Frequency response 35 Hz – 250 Hz 

Powerhandling 100 / 160 W 

Outer diameter 216.5 mm / 8.52” 

Mounting diameter 191.5 mm / 7.54” 

Mounting depth 28 mm / 1.1” 
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A 240 mm / 9.45” 

B 216.5 mm / 8.52” 

C 42 mm / 1.65” 

D 191.5 mm / 7.54“  

E 57 mm / 2.24“  

F 28 mm / 1.1“ 

DIMENSIONS 
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COMPATIBILITY LIST 


